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Linear Screen 

overview 
The linear screen is a new kind of high efficiency screening equipment 

which vibrates with a vibration motor. Our company has introduced 

technology from America and Germany to manufacture this new series 

of vibrating screen to meet domestic production needs. The linear 

screen features reliable performance, low consumption, little noise, long 

service life, high screening efficiency, etc. 

Features 
1. Uses eccentric block as excitation force which is quite strong. 

2. Low consumption, little noise and long screen service life. 

3. The beam of the sieve and screen box are connected by high strength 

bolts without welding. 

4. High screening precision, adjustable granularity, great handling 

capacity, high screening efficiency and long service life. 

5. Totally-closed structure and automatic material discharging make it 

more suitable for assembly line work. 

6. Designed with simple and steady structure which is convenient to 

maintain. 

7. Structure has high strength and stiffness. Linear screen is 

manufactured with a high level of serialization, universalization and 
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standardization. 

Application 
The linear screen has been widely used in the industries of plastic, 

grinding material, chemical 

engineering, medicine, building 

materials, grain, carbon, chemical 

fertilizer, fire-resistant materials, 

mine, coal, metallurgy, etc. and for 

screening and grading powdery 

and granular materials. 

Our company is a major manufacturer and supplier of linear screen in 

China. In addition to linear screen, our company provides tire mobile 

crushing and screening plant, ring hammer crusher, impact crusher, 

rotary sand maker, etc.  

Due to reliable quality and reasonable prices, our crushers have been 

well received in many countries and regions. 

If you are interested in any of our products, please feel free to contact us. 

We are ready to be at your service. 

Technical Data 
 

Type 
Screen Surface Feeding Size 

(mm) 
Power(kw) 

Capacity 

(t/h) 
Weight(t) 

Area mesh 
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(m2) (mm) 

ZK1022 2.25 -5~5 <250 3*2 4.5-90 2.2 

ZK1230 3.6 -5~5 <250 4*2 7.2-144 2.6 

ZK1237 4.5 -5~5 <250 5.5*2 9-180 3.1 

ZK1437 5.25 -5~5 <250 5.5*2 12-250 3.2 

ZK1445 6.3 -5~5 <250 7.5*2 12.6-252 4.1 

ZK1637 6 -5~5 <250 5.5*2 12-240 3.5 

ZK1645 7.32 -5~5 <250 11*2 95-280 4.5 

ZK1837 6.75 -5~5 <250 11*2 90-270 5 

ZK1845 8.1 -5~5 <250 11*2 16.2-234 5.5 

ZK1852 9.45 -5~5 <250 11*2 18.9-378 5.9 

ZK2045 9 -5~5 <250 11*2 16.2-324 6 

ZK2052 10.5 -5~5 <250 11*2 21-420 6.4 

ZK2060 12 -5~5 <250 15*2 24-480 7.6 

ZK2445 10.8 -5~5 <250 15*2 21.6-432 7.4 

ZK2452 12.6 -5~5 <250 15*2 25.2-504 8.2 

ZK2460 14.4 -5~5 <250 15*2 28.8-576 9.2 

ZK3045 13.5 -5~5 <250 15*2 27-540 10 

ZK3052 15.75 -5~5 <250 22*2 31.4-628 10 

ZK3060 18 -5~5 <250 22*2 17.5-525 11 

ZK3645 16.2 -5~5 <250 22*2 37.8-756 12.2 

ZK3652 18.9 -5~5 <250 22*2 43.2-864 13.4 

ZK3660 21.6 -5~5 <250 22*2 43.2-864 14.3 

ZK3675 27 -5~5 <250 30*2 54-1080 17.1 

2ZK1022 2.25 -5~5 <250 4*2 4.5-90 3 

2ZK1230 3.6 -5~5 <250 5.5*2 7.2-144 3.7 

2ZK1237 4.5 -5~5 <250 7.5*2 9-180 4.4 

2ZK1437 5.25 -5~5 <250 7.5*2 12-250 5 

2ZK1445 6.3 -5~5 <250 15*2 12.6-252 6.9 

2ZK1637 6 -5~5 <250 15*2 12-240 6.9 

2ZK1645 7.32 -5~5 <250 15*2 95-280 8.6 
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2ZK1837 6.75 -5~5 <250 15*2 90-270 7.9 

2ZK1845 8.1 -5~5 <250 15*2 16.2-234 8.1 

2ZK1852 9.45 -5~5 <250 15*2 18.9-378 9 

2ZK2045 9 -5~5 <250 15*2 16.2-324 9.1 

2ZK2052 10.5 -5~5 <250 22*2 21-420 10.1 

2ZK2060 12 -5~5 <250 22*2 24-480 10.8 

2ZK2445 10.8 -5~5 <250 22*2 21.6-432 11 

2ZK2452 12.6 -5~5 <250 22*2 25.2-504 12.5 

2ZK2460 14.4 -5~5 <250 22*2 28.8-576 13.5 

2ZK3045 13.5 -5~5 <250 30*2 27-540 15.4 

2ZK3052 15.75 -5~5 <250 37*2 31.4-628 16.9 

2ZK3060 18 -5~5 <250 37*2 17.5-525 18.2 

2ZK3645 16.2 -5~5 <250 45*2 37.8-756 21 

2ZK3652 18.9 -5~5 <250 45*2 43.2-864 24 

2ZK3660 21.6 -5~5 <250 45*2 43.2-864 25.4 

Service 
Dingsheng has always pursued the service concept of "Create customer 

value, the customer is always right". As for service, clients' needs have 

always been our primary concern. Through standardized, differentiated 

and super valued service, we can reduce clients' psychological cost and 

use-cost, and ultimately increase clients' transition value, profitability 

and purchasing power. As a result, we can improve Dingsheng's service 

brand competitiveness and lead the way of service for fellow 

competitors. 

Accessories Service 

Our company is a major manufacturer of wear resistant materials. 

  



 

5

Dingsheng has always valued product quality as its core value. Most of 

our parts and quick-wear parts are manufactured with quality 

ear-resistant materials and advanced processing techniques. Our 

equipment features excellent durability and wear resistance. 

Service Network 

Presently, Dingsheng has offices and branch companies in more than 10 

countries and regions, and 31 offices in China. In addition to traditional 

after-sale service, our company offers internet sales and product trace 

services. We guarantee that we will offer our valued clients timely and 

thorough services. 

Service Team 

Our company has 30 engineers providing professional after-sale services. 

They are all skilled, experienced and familiar with the working principles 

of various machines and equipment. We promise that we will arrive on 

scene within 48 hours for 1000 kilometers when we get a call from our 

clients and not over 72 hours for clients farther away. 

Contact Us 
Dingsheng Engineering Technology Co., Ltd. 

Add.:6 Floor, Unit B, Torch Building, No.8 Guohuai Road, Hi-tech 

Development Zone, Zhengzhou, Henan Province, China  

Post Code: 450001  

Tel: 0086-371-67897103 0086-371-53738757 
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Fax: 0086-371-65948723 0086-371-60535395 

E-mail: dscrusher@hotmail.com 

Contact Person: Lerryliu 
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