
ZSW
 SERIES VIBRATIN

G FEED
ER    High operating reliability

Low cost for operating and maintenance

High capacity

Easy exchange of spare parts

Simple attendance and maintenance
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DSMAC ZSW SERIES 
VIBRATING FEEDER

Vibrating screening feeders are used for rock feeding 

to crushers while they partially screen small fraction 

from the material during feeding. ZSW Feeders can 

be fitted with a frequency converter allowing a 

continuous regulation of capacity. 

The feeders are well suited for mobile and semi-

mobile units. The semi-mobile feeder is anchored on 

the lower part of the segmented frame. The frame is 

fitted with skids for easy transport on-site and 

location with no set up requirements.

CAD Illustration of a 1.5m x 4m vibrating
grizzly feeder. The feeder which has a

capacity of 500 tph, has been constructed
and delivered to a site in West Africa.

CAD Illustration from the working
drawings for the vibrating grizzly

feeder pictured left. 

Zsw-500 vibrating feeder for limestone
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The housing is fitted with armors that protect 

the lateral walls against wear and abrasion. 

The feeder bottom is constructed of wear 

resistant material.

Grate plates are of a rigid design for tough 

operating conditions.

Flexible supports permit a variable angle of 

inclination of the bottom or grate area.

Feeders are driven by two vibrating self-

synchronized motors positioned under the 

feeder bottom or on the sides of the feeder 

housing.

When the semi-mobile unit with the vibrating 

feeder  is transported on roads, the frame is 

dismantled. The upper section with the hopper 

and feeder are transported on one truck while 

the lower section of the frame as well as chutes 

and walkways with railings are transported on 

another truck.

MAIN CUSTOMER 
BENEFITS OF ZSW SERIES 

VIBRATING FEEDER 1.25m x 4.25m vibrating feeder. 

Semi-mobile unit with the
Vibrating screening feeder 

Mobile crushing plant with the
Vibrating screening feeder 



DSMAC ZSW SERIES VIBRATING 
FEEDER SPECIFICATIONS 
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type  
Max feeding 
Granularity

(mm)  

Production
Capacity

(t/h) 

Rotate speed
Of spindle

(r/min)   

Power
(kw)  

Setting
Obliguity

(°)   

Weight
(kg)   

Dimension
(mm*mm)

ZSW-100 280 100 475~690 7.5 0 2231 3260X1620

ZSW-150 500 150 500~714 11 0 3521 3880X1690

ZSW-200 500 200 500~800 11 0 4300 4960X1680

ZSW-250 600 250 500~800 15 0 4854 4960X1800

ZSW-300 650 300 500~800 22 0 5807 4960X1850

ZSW-500 1000 500 500~800 37 0 10500 4960X1900

ZSW-630 1000 630 500~800 45 0 10679 6820X2300



Questionnaire 

To enable us to quote for equipment relative to your particular requirements, it will 

greatly assist us if all essential information is supplied with the initial enquiry. For 

your guidance we tabulate the information required : 

Material   .................................................................. 

Material hardness, or chemical content?  ............................................  

Feed size ? (mm)    ................................................ 

Your required output size? (mm)   .................... 

Capacity required in tonnes / hour   ........................... 

For more requirement, you can send to me now, or later, to our expert mail

 

 

dscrusher@yahoo.cn

ZHENGZHOU DINGSHENG ENGINEERING TECHNOLOGY CO.,LTD

ADDRESS：National HI-TECH Industry Unit B Torch Building, Zhengzhou,China.

TEL：0086-371-67897103 0086-371-53738757

FAX：0086-371-60535395 0086-371-65948723

SKYPE：dscrusher

Email：dscrusher@yahoo.cn

MSN：dscrusher@hotmail.com

WEBSITE：www.dscrusher.com
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